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Redundant Internet Access 
2 x FTTH: Swisscom & Salt
10 Gbit/sec

DMZ

JRS EcoWiFi 100 SSID M2 M5
iPad Pro 12.8" M1
Audirvana Remote App, 
Real VNC Client, 
WOL (Wake on LAN), Qnap Qmusic
Mconnect UPnP Player

96/24 to Accuphase DAC
AES (Balanced 110 Ohm)

Mutec Ref. 10 SE
10 MHz Master Clock
(OCXO HQ, 8 Outputs)

8 x Mutec MC-3+USB
Jitter „wash-street“

10 MHz 10 MHz

AES 96/24

Isolated Music Backbone
192.168.31.0/24

LAN 31.3  LAN .31.2

LAN 192.168.20.102

LAN 2 via USB  192.168.20.100

Tidal & Quobuz HiRes Subcriptions
Audirvana Studio
UPnP Output, All formats 
to 96/24, MQA Core Decoder
Db PowerRipper

JPlay „Audio PC“
Hexacore i7, 16 GB DDR4 RAM
MS Server 2012 R2 Standard
Updates 2022
JPlay 7
in hybernation mode, AO 3.0

Qnap Silent NAS
smb://192.168.20.101

LAN onboard .31.1

LWL, Long optical link

Long AES 
link

Media-Converter
Kupfer > Fiber

Media-Converter
Fiber > Kupfer

LC LC

192.168.20.0/24

JPlay „Control PC“
Hexacore i7, 16 GB DDR4 RAM
MS Server 2012 R2 Standard
Updates 2022
JPlay 7
AO 3.0 
TightVNC Server
Power On DELAYED 120 Sec

iMac 24" M1

iMac 27"

.20.1
DHCP Server off

.30.1 
DHCP Server on

192.168.30.0/24

Music Computers use Linear Power Supplies.

Office Subnet

Music Subnet

= Network Isolator

10 MHz 10 MHz

USB

AES 96/24 AES 96/24

AES 96/24

Trinnov ST-2
Room Optimizer
In LAN (Music Subnet), 
fixed IP .20.102
Sync from AES

Can be located „anywhere“
Links 1,2 = 2 x Gigabit Ethernet, 3 = 1 x AES Digital Audio

1

2

3

HPE 8-Port Gigabit Switch (unmanaged)
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