
LAN

Swisscom FTTH
XGS-PON
10/10 GBit/sec
(theoretical, shared media)

Swisscom „Internet Box 3"
LAN 192.168.1.1
DHCP Server on

JRS EcoWiFi
WLAN Access Point
In AP Mode
Connected on WAN
WAN 192.168.20.100
LAN & WLAN 192.168.4.1
DHCP Server on

192.168.1.0/24
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16 x E-Wall Neo Firewall, all static addressing
Investigated by Marcel Kummer, Luzern

LAN 192.168.20.1
DHCP Server on

Media Converter Cu > Glass Media Converter Cu > Glass

Media Converter Glass > Cu

LWL LWL

iMac M1
192.168.20.3
Roon

Roon Remote Qnap NAS 
192.168.20.40

LHY Audio
Audiophile Gigabit 
Ethernet Switch (unmanaged)
w. optical port
10 MHz ext. sync

10 MHz

LAN 2 Control PC
192.168.20.2
(see Schema Audio)

WAN

Tp-Link Gigabit Ethernet Switch (managed)

(Simplified) To Office 1+2, 
2 x Swisscom TV

LAN

All Firewalls, Switches, Media Converters, ISP Router, WiFi Access Point and Qnap NAS are on Linear low noise PSUs.
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